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PLAYER BENCH
CONCRETE PAD WITH THICKENED EDGE

BROOM DIRECTION

6 FOOT HIGH CHAIN LINK FENCE

CONCRETE DEEP JOINTS
SEE DETAIL PSD CONC-4

DUGOUT ENTRY TO FIELD SURFACE
CORNER POST, TYP.

NOTES:

1. 6 FOOT AND 10 FOOT CHAIN LINK FENCE SHALL CONFORM TO THE CITY STANDARD DETAIL SD-19.

2. PLAYERS BENCH SHALL CONFORM TO THE PARK STANDARD DETAIL PSD SPORT-7.

3. INFIELD EDGE BAND AT BACK STOP AND FOUL LINE FENCE SHALL CONFORM TO THE PARK STANDARD
DETAIL PSD SPORT-10.

4. RAMP SHALL BE REQUIRED IF THERE IS A CHANGE IN ELEVATION BETWEEN ADJACENT SURFACING AND

PROPOSED FIELD SURFACE. RAMP INTO DUGOUT SHALL BE A MINIMUM OF 1% AND A MAXIMUM OF 4.9%.

GRADE BREAK SHALL EXIST AT TOP AND BOTTOM OF RAMP

DUGOUT ENTRY TO FIELD SURFACE TO BE 5'-0" CLR AT CORNER POST WITH CLEAR SPACE IN DUGOUT

CONCRETE SURFACE SHALL ALWAYS HAVE A CROSS SLOPE OF 1.8% WITH A TOLERANCE OF £0.2%.

7. THICKENED EDGE IS REQUIRED TO ACCOMMODATE DIFFERENCE IN ELEVATION OF ADJACENT SURFACING.

IF A DIFFERENCE IN ELEVATION DOES NOT EXIST, ELIMINATE THICKENED EDGE AND POUR CONCRETE

DUGOUT SURFACE FLUSH WITH ADJACENT SURFACE.

PLAYER BENCH SHALL BE 25' IN LENGTH, ALUMINUM PEDESTAL LEG BENCH, EMBEDDED FOOTING.

9. INSTALL BENCH AND FOOTING PER MANUFACTURER'S SPECIFICATIONS AND RECOMMENDATIONS.
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